—_

42" MINIMUM UNDER PUBLIC

FUTURE ASPHALT

FUTURE BASE

PRI ' | e T FUTURE STABILIZED
® 03 : 0=~z SUBGRADE
(2] E |
< 5 ‘
e R S COMPACTED BACKFILL SHALL BE SELECT
oz MATERIAL, PI<20, FREE OF ROCK AND CLODS
il e GREATER THAN 4", COMPACTED IN 6" LIFTS
8lg } TO 95% MAXIMUM DENSITY PER ASTM D 698.
= | (SEE NOTE 5)
x| 2 1
MR WARNING TAPE
i —— i
i ! UNDISTURBED EARTH
zZ
S i 5‘//— BEDDING MINIMUM OF 12" OF COVER FOR
: 3 | THE FULL LENGTH OF ENCASEMENT.
No . G ]
1 | !
|

\ BEDDING ENVELOPE SHALL BE WASHED SAND

i WITH A MAXIMUM GRAIN SIZE OF 3/16" OR AN
— ALTERNATE APPROVED BY THE PUBLIC WORKS

AN
| , DEPARTMENT. (SEE NOTES #18 AND #19 ON
| \ / }\ DETAL DU-01)
! N N
Ji P CENTER UTILITY CLUSTER (SEE NOTE #2 ON

DETAIL DU-01) OR ENCASEMENT (SEE NOTES
#3, #15, #16 AND #17 ON
DETAIL DU-01) IN TRENCH.

P

@
Ola
&©lo OUTSIDE
0= DIAMETER SEE NOTES #4 AND #11 ON
Y (0D) DETAIL DU-01
Ol e 8 -
wn ”» »
-2 W=0D+2 0D<6.5
g% RENCH WIDTH (W) W=0D+6" 6.5"<0D< 18"
]

W=0D+24" 0D>18

THIS DETAIL IS APPLICABLE WHERE FUTURE PAVEMENT IS SCHEDULED TO BE INSTALLED WITHIN TWO YEARS.

2. ALL TRENCH SAFETY SHALL COMPLY WITH APPLICABLE FEDERAL, STATE AND LOCAL REGULATIONS.
3. ENCASEMENT MUST EXTEND 10’ PAST THE PROPOSED BACK OF CURB.
4. WORK ON INSTALLATION MUST BE COMPLETE THROUGH CLEAN UP BEFORE WORK RELATED TO PAVEMENT
INSTALLATION IS SCHEDULED TO START, EXCEPT IN THE CASES THAT THE ROAD CONTRACTOR HAS AGREED
TO ROUGH CUT BEFORE UTILITY TRENCHING OR THE SAME CONTRACTOR IS PERFORMING BOTH UTILITY AND
ROAD WORK.
5. SPOILS MAY BE USED IF THEY MEET SELECT MATERIAL STANDARDS. THE INSPECTOR MAY STOP
BACKFILL OPERATIONS UNTIL THE CONTRACTOR OBTAINS LAB TEST RESULTS IF THERE IS ANY
QUESTION OF ACCEPTABILITY.
6. FOR ADDITIONAL GENERAL NOTES, SEE DETAIL DU-O01.
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